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Prisazena LED svitidla s krytem

LED fittings with cover

Téleso:
N Bile praskové lakovany (RAL9003) ocelovy
plech
Opticky systém:
KO - opélovy kryt
LED (&):

Mid Power LED
\ 3...tepla bila 3000K
4...studena bild 4000K

El. vystroj:
ZLTIMKO LED proudovy driver
ND - nestmivatelny (standard)
DIM - analogové stmivatelny 1-10V DC
DALI - digitalné stmivatelny DALI

Moznosti instalace:
- pfisazené instalace
- zavésna instalace (nutno objednat zavésnou

— 230V| [EVG EEC] [CRI sadu ZH11)
LED 50 Hz %ﬂg Aplikace:

LED svitidlo pro osvétlovani primyslovych
I__l_I prostor, chodeb, sklad(, obchodnich
prostor...

ZL1IMKC Body:
White painted (RAL9003) metal sheet

Optic:

KO - opal cover

200 LED (&):

‘ Mid Power LED

300 3..warm white 3000K

4...cold white 4000K

Wiring:

L LED driver (constant current)
- —on-cm ND - not dimmable (standard)
DIM - analogue dimmable 1-10V
DALI - digital dimmable DALI

Installation:

- surface installation

- pendant installation - need to be ordered
ZH11 suspension set

400-

Application:

Surface (recessed) fitting with LED
technology for illumination of shopping
and industrial spaces, corridors...
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Im - vyzafeny svételny tok / luminaire light output

Vice informaci na www.modus.cz. Zmény vyhrazeny. Uvedené Gidaje mohou byt béhem platnosti tohoto katalogu bez upozornéni zménény.
More information at our website www.moduslighting.eu. Due our continuing program of product development data can be changed without notice.




